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Regional Jet

AMB12-12

I Electrical Controls

Hi-Lift Specification

Payload capacity 1,200 Ibs (545.5 kg).

Wan dimensions; 10 '3 m L x 84 inf2.1 m W

Yan body floor and interface platform foor
constructed using Aluminum diamond plate

Lipper and lower controd stations bath equipped
with Emergency Stop switches and Engine Remate
Start on upper controd

Dual lift safety circuit

Safety interdocks that prevent driving the vehicle
when the hi-lifi platiorm is raised

B Emergency hand pump that returns the unit to its
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fully stowed position in the event of a main hydrau-
lic system failure

Chassis Specification

G.5.E. dedicated chassis

Powerplant gasoline engine

Power steering hydraulically assisted

Full complement of lighted instruments including a
fuel gauge

Full chassis lighting including: headlights, taillights,
back up lights, furn signals, and brake lights

Optional Features

Chesel eangine

Cabless chassis

Haater and defroster for vehicle equipped with the
cab optlion

Stainless steel or polished aluminum van body side
paneals

Cab mounted engine hour meter

Safety “Amber” warning beacon

Fosibional platform mounted foodighis

Crome light imer

Audible back up alarm andfor platform lowering
alarm

Rear lift gate
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TESCO'’s Self Contained
Hydraulic & Electrical Systems
provide the simplicity and
ease of maintenance to

meet the demands of our
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Each component can be easily detached and replaced
for reduced maintenance time.

LED indicators on every relay allow easy troubleshooting.
Standard Automotive components easily sourced in local markets.



We offer a full line
Alummum,FRPand 1 ulated
Van bot

FORWARD PLATFORM CONFIGURATIONS include ‘
Full Width, Two Way moving _
and Four Way moving platforms. .. -




